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This form is provided to streamline quoting for current or prospective customers of 

Landmark pedestrian bridges. It will also assist in customers understanding the multiple 

factors that are involved in designing, manufacturing and installing a bridge.

Request for a quote

Project location

What is the style of the bridge?

What is the length of the bridge?

What is the clear width of the bridge? 

Balustrade type

* Clear width is clearance distance between handrails or bike rails or

balustrades

Other clear width. Please specify:

What is the anticipated usage of the bridge?

What is the expected live loading?

Deck material

Steel finish - structural members* 
* To visible components only. Please note: Powdercoating not

available.

Steel finish - non-structural members* 

* Balustrade panels and posts

Is a bike rail required?

* Landmark bridges can be designed

to take up to a maximum 1.0t vehicle.

This would typically be a maintenance

vehicle or mower. Maximum weight is

GLW (gross laden weight)

* If yes Landmark will require Q100 level, expected velocity and

expected RL of bridge soffit.

Are vehicle loads required?

Yes

Yes

Yes

Yes

Landmark to include 

quote for abutments?
Yes

Other balustrade type. Please specify:

Is hand rail required?

Is bridge required to be 

AS1428.1-2009 compliant?

Will bridge be affected by flooding?

Additional notes

Preferred design option?

Is a soil report available?

Yes, information attached

Attach files

Send to Landmark


